




a) Exception: Tanks for emergency power generators, which are integrated into the generator
assembly, may be above ground. These installations must be reviewed and approved by
Fire Chief prior to installation.

6) HRE PROTECTION SYSTEM AND EQUIPMENT

The District Fire Chief or designee shall designate the type and number of fire appliances to 
be installed and majntained in and upon all buildings and premises within the District's 
jurisdiction other than in private dwellings. This shall be done according to the relative severity 
of probable fire, including the rapidity with which it may spread. All determinations shall be 
made based on the California Fire Code Section 9; however, the Fire Chief or his or her 
designee may determine that additional appliances may be deemed necessary due to a specific 
condition on the property such as access issues or a specific hazard. Such appliances shall be 
of a type suitable for the probable class of fire associated with such building or premises and 
shall have approval of the District Fire Chief. Portable fire extinguishers shall be in accordance 
with 2022 California Fire Code Chapter 9. The minimum fire extinguisher requirement shall 
be one ( 1) 2A lOBC fire extinguisher for every seventy-five feet (75') of floor travel. Location 
of the fire extinguisher is to be determined by the Fire Chief. 

7) AUTO MA TlC FIRE EXTINGUISHING SYSTEMS.

ln addition to the requirements of 2022 California Fire Code, Chapter 9 an automatic fire 
extinguishing system shall be installed in the occupancies and locations as set forth below: 

a) New Construction. An automatic fire extinguishing system shall be installed and
maintained in all new buildings in "A,""B," "C," "E," "F," "H," "I,' ·'M," "R", "S" and
"U" (when "U" structure is attached to an "R") occupancies as defined by the California
Building Code, regardless of type of construction or floor area, for which any Building
Permit is issued after the effective date of this Ordinance.

b) Modular homes and or mobile property use as a dwelling shall be equipped with
automatic fire sprinklers.

Exception: 
Detached Group B, C, M occupancies not exceeding five hundred (500) square feet and 
located at least ten (10) feet from adjacent buildings and five (5) feet from adjacent property 
lines; 

Note: "U" occupancies converted to conditioned habitable space will be required to install 
an automatic fire extinguishing system. 

c) Existing Construction. Unless the 2022 California Fire Code is more restrictive, an
automatic fire extinguishing system shall be installed in all existing buildings or structures
where proposed or ongoing additions, seismic retrofit, alterations, or repairs are
commenced over a three-year period, which meet one or more of the following:
i) Increases total floor area of structure by more than 25%,
ii) Have a total floor area exceeding two thousand five hundred (2,500) square feet,
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